
U
K U B O TA  C O M PA C T  E X C AVAT O R

U48-4
Superior 4.8-tonne tight tail swing excavator with the power 
and flexibility to work wonders in narrow spaces.

* This information is sourced 
from overseas and may not 
necessarily apply locally.
It is essential that you confirm 
specifications and other 
 information with your local 
Kubota dealer.
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Set to redefine the entire 
5.5-tonne class, this Kubota 
compact excavator with a deluxe 
cab puts you in luxury and on top 
of almost any challenge.

DELUXE 
INTERIOR

SUPERIOR 
PERFORMANCE
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A.  Dual Element Air Cleaner
B.  Water Separater
C. Fuel Filter
D. Starter Motor
E. Alternator

Although your Kubota excavator is state-of-the-art, its maintenance doesnÕt get 
much easier. Thanks to the full-opening rear and right side bonnets, engine, control 
valves and various components are accessible for easy inspection and repair. 

MAINTENANCE 
& SAFETY

One-sided Engine Maintenance
Kubota has made routine maintenance extremely simple by consolidating primary 

engine components onto one side for easier access. Engine and other vital 

components can be inspected quickly and easily. 

Tool Box
A large tool box is 
positioned within the 
side bonnet so necessary 
tools for small checkups 
are always within easy 
reach. 

Refuelling
When refuelling, simply 
press the refuelling signal 
button to monitor the 
progress. The beeping 
signal accelerates as the 
fuel approaches full and 
thus avoiding spillage. 
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Steel Panels
The U48-4 features long-lasting side 
panels that open easily for quick inspection 
and routine maintenance. The panels are 
located inside the counterweight edge for 
protection and durability.

Parking Brake
A travel negative brake comes as a 
standard safety feature on the U48-4 for 
added peace of mind during transportation 
or parking on hilly areas.

Grease Gun Holder
A convenient space within the side bonnet 
is designed to keep the grease gun handy 
for daily servicing. 

Pre Cleaner
The built-in pre cleaner will help protect 
the engine during extremely dirty 
or dusty operations.

13_08_23__U48-4_kta.indd   1013_08_23__U48-4_kta.indd   10 2013/08/23   18:072013/08/23   18:07



U48-4 OPTIONS
STANDARD EQUIPMENT
Safety system
● Engine start safety system
● Travel motor with disc brake
● Swivel motor with disc brake
● All hydraulic control

Working equipment
● Auxiliary circuits 1 and 2
● 2 working lights on cab and 1 light on the 

boom
● Canopy lights
● Travel alarm
● Float blade

Operator’s space
● ROPS/OPG (Top Guard Level I) canopy 

and cab
● Weight-adjustable full suspension seat
● Retractable seat belt
● Hydraulic pilot control levers with           

arm rests
● Travel levers with foot pedals

● Two pattern selection system
● Digital panel
● 12V power source
● Cup holder
● Horn

Engine/Fuel system
● Double element air filter
● Auto idling system
● Water separator with drain cock

Undercarriage
● 400 mm rubber track
● 1 × upper track roller
● 4 double-flange track rollers on each side
● 2-speed travel switch on dozer lever
● 2-speed travel with auto-shift

Hydraulic system
● Pressure accumulator
● Hydraulic pressure checking ports
● Straight travel circuit

● Third line hydraulic return
● 1-pump load sensing system
● Adjustable maximum oil flow on auxiliary 

hydraulic circuits 1 and 2

Others
● Tool box
● Grease gun holder
● Pre-cleaner

OPTIONAL EQUIPMENT
● Cab with A/C
● Rear working lights
● Beacon lights

WORKING RANGE
U48-4

5440

3770

3380

2670

5710

5850

2390

1960

990

Model

A

B

C

D

E

F

G

H

Max. digging height

Max. dumping height

Max. digging depth

Max. vertical digging depth

Max. digging radius at ground

Max. digging radius

Min. turning radius

Min. tail turning radius

W/O swing

W swing

mm

mm

mm

mm

mm

mm

mm

mm

mm

LIFTING CAPACITY

MAX MAX
LIFT POINT RADIUS (m) LIFT POINT RADIUS (m)

GL

–

1190

1610

1750

790

910

1070

1150

810

820

850

880

–

960

880

840

640

610

580

560

500

430

410

430

3 4 3 4

LIFT
POINT

HEIGHT
(m)

LIFTING CAPACITY
OVER-FRONT BLADE DOWN

unit = kg

LIFTING CAPACITY
OVER-SIDE

unit = kg

3

2

1

0

Machine with canopy and rubber crawler, without bucket

E
F

B
A

D
C

G H

Axis of Rotation

Lift Point Radius
Lift Point

Lift Point Height
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* OPG (Top Guard Level I) in accordance with ISO10262 is equivalent in definition to FOPS (Falling Object Protective Structure).
The company reserves the right to change the above specifications without notice. This brochure is for descriptive purposes only. Please contact your local Kubota 
dealer for warranty infomation. For your safety, Kubota strongly recommends the use of a Rollover Protective Structure (ROPS) and seat belt for almost all applications.

Canopy / Cab

Rubber / Steel

Kubota V2607-DI

41.8 (31.2) / 2200

40.2 (30.0) / 2200

2615

5330

2550 / 2550

1960

310

118.8

37 / 70

3360 / 2245

2.8 / 4.9

2.6 / 4.6

5440

1990

2500

400

26.9 / 27.4

27.4 / 27.9

9.3

70 / 55

1960

410

440

410

45 / 79
68

4760 / 4850
4845 / 4935

Model

Type of ROPS / OPG (Top Guard Level I )*
Type of tracks

Engine

Dimensions

Hydraulic
system

Drive system

Swing system

Blade

Hydraulic oil (Reservoir / System) 
Fuel reservoir

Operating weight
(Including operator’s weight @ 75 kgs) 

Model

Output (SAEJ 1995 gross)

Output (SAEJ 1349 net)

Displacement

Overall length

Overall height                     Canopy / Cab

Overall width 

Min. ground clearance

Pump capacity 

Auxiliary hydraulic flow

Max. breakout force

Travel speed

Max. traction force

Tumbler distance

Crawler length

Shoe width

Ground contact 
pressure

Unit swing speed

Boom swing angle

Dimensions

Max. lift above ground

Max. drop below ground

Left / Right

Bucket / Arm

Rubber Low / High

Steel        Low / High

Low speed

HP (kW) / rpm

HP (kW) / rpm

cc

mm

mm

mm

mm

 /min

  /min

kgf

km/h

km/h

kgf

mm

mm

mm

kPa

kPa

rpm

degree

mm

mm

mm

mm
  

 
kgs
kgs

Rubber / Steel

Rubber    Canopy / Cab
Steel        Canopy / Cab

Left / Right

Width

Height

Rubber
Steel

U48-4

Unit: mm

SPECIFICATIONS

DIMENSIONS

19
60 19

60

81
5

62
5

25
50

440

410
1990

5330
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